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MANUFACTURED IN INDIA SINCE 2004 FOR SEVERE SERVICE SLURRY

OPTIONAL EXTRAS

RHIN FLEX
TM

APPLICATIONS

SERIES - EN
ENCLOSED BODY PINCH VALVE

The RHINOFLEX EN-Series is a compact, rugged and robust Pinch 
Valve. These valves are reliable and maintenance free and are 
engineered and designed for highly abrasive and aggr essive 
slurry applications. The series has a simple yet trus tworthy design, 
consisting of two pinch bars that open and close the Ela stomer 
sleeve.

The field replaceable sleeve is the only wetted part which is 
reinforced and fabricated using high quality elastomer ma terials, 
and provides for smooth operation with no clogging, jammi ng, 
etc., and can even close tight on solids. EN-series pin ch valve is 
bidirectional and full bow. In the open position the v alve will be 
as part of the pipe line, but when closed the simple st andard 
mechanical operation using double pinch bar mechanism to 
compress the elastomer sleeve from top and bottom closing 
simultaneously at the centre to provide a bubble tigh t shutoff.

The RHINOFLEX 'Series-EN' Pinch Valve are fully flanged and can 
be drilled to suit all standard drilling patterns 
(ANSI, BS, TABLE D/E etc). With instrumentation, this val ve can 
be used as a control valve and is available in a wide  range of 
sleeve elastomer options. 
 

Fully Cast Ductile Iron body and bonnet.
Dual pinch mechanism
Bubble-Tight shut-off even on trapped solids
100% Full bore full flow or reduced /conical bore for 
control applications.
No Packing, less maintenance
Fast and East field replaceable sleeve
On-Off or Control applications

Highly Abrasive /Corrosive Mineral Slurries
Powders or Granular substances
Power Stations
Waste and Water Treatment
Chemicals and Cement
Pulp and Paper
Pneumatic Conveying

FEATURES

Handwheel/bevel gear box
Pneumatic Double Acting/Fail safe
Electric Actuators/Fail safe 
Hydraulic Actuators/Fail safe

ACTUATORS

Dust Covers

Instrumentation

:  PVC Bellows and Spindle cover.

:  Proximity Switches - Pneumatic 
   Solenoid Valves.

Stroke Adjustor for control applications



SERIES - EN
ENCLOSED BODY PINCH VALVE

MANUFACTURED IN INDIA SINCE 2004 FOR SEVERE SERVICE SLURRY

DIMENSIONS

RHIN FLEX
TM

RHINOFLEX AUSTRALIA PTY LTD.
4/7 Holder Way, Malaga, 
Western Australia - 6090 
Ph: +61 420832225
sales@rhinoflex.com.au
web: rhinoflexvalves.in

SPECIFICATIONS

NOTE: All these dimensions are indicative only. Larger Sizes & Higher Pressures Available, Please Consult Office
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Ph: +91 20 47159882



APPLICATIONS

OPTIONAL EXTRAS

Dust Covers 

Instrumentation

FEATURES

Fully Fabricated body in Carbon Steel and Stainless Stee ls 
Dual pinch mechanism
Bubble-Tight shut-off even on trapped solids
100% Full bore full flow or reduced /conical bore for contro l 
applications.
No Packing, less maintenance
Fast and East field replaceable sleeve

ACTUATORS

Handw he el/bevel gear box 
Pneumatic Double Acting/Fail safe 
Electric Actuators
Hydraulic Actuators

The  RHINOFLEX 'Series-OF' pinch valve gives the e nd user 
the  best of both worlds. It solves problem and demandi ng
applications and offers the added features of a con ventional 
Enclosed body pinch valve at a much better price. T his pinch 
valv e has the  popular features of having a field replaceable 
sleeve, and can be fabricated to suit all non-stand ard Face to 
Face dimensions.

This RHINOFLEX 'Series-OF' pinch valve is Bi directional, full-flow, 
full bore, wit h no packing, glands, seats and seals, discs and 
shafts which could rust and malfunction. T he  pinch mechanism
is extremely simple in design, with t he  centreline closing of two 
pinch bars, upon the rubber sleeve, which is t he  ONLY wetted 
part, and t he h eart of t he  valve.

The  RHINOFLEX 'Series-OF' Pinch Valve are fully flange d and can 
be drilled to suit all  standard drilling patterns
(ANSI, BS, TABLE D/E etc).

 RHIN FLEX
MANUFACTURED IN INDIA SINCE 2004 FOR SEVERE SERVICE SLURRY

FEATURES

Fully Enclosed body design
Cost effective On Off or Control use
Drip tight Bidirectional closure even on solids 
Dual pinching mechanism
Reduced port or cone sleeves. 
Position indicator as standard
100% full port / minimum pressure drops 
Non-rising handwheel and stem
Operating torques will remain constant over time. 
No scaling or build up
Flanges tapped for ANSI# 125/150 / AS2129 TAB D/E/Etc 
Conforms to ANSI B16.10 Face to Face
Interchangeable with Gate, Plug, and Ball Valves 
Can be installed in any position
Positive opening tags standard

APPLICATIONS

The Series- RX Manual Pinch Valve, is one of the oldest 
designs and most widely used pinch valves across the 
world today. It has a Full port design, which eliminates all 
dead spots, clogging, or crevices where slurry can 
potentially compact and impair the flow.

The heart of this valve is the Rhinoflex high performance
rubber sleeve and is the only wetted part. It also has the 
standard double pinch bars that provide a smooth 
reliable mechanical pinch operation.

The Series -RX pinch valve has excellent manual control 
characteristics and can be used for throttling control 
applications.

Highly Abrasive /Corrosive Mineral Slurries 
Powders or Granular substances
Power Stations/FGD
Lime control/Waste and Water Treatment 
Chemicals and Cement
Food and Beverage 
General Industry

ACTUATORS

Handwheel 
Bevel gear box
Pneumatic Single/Double Acting/Fail safe 
Electric Actuators/Fail safe

OPTIONAL EXTRAS

Conical sleeves for control applications 
Larger sizes and higher pressures
Can be actuated with various options

TM

SERIES - RX
MANUAL PINCH VALVE
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DIMENSIONS

SPECIFICATIONS

Pipe Size 

A

Length 

B

Working 

Pressure psi.

Width 

E D C

Diameter 

F

Weight 

(est.) lbs

1 5 1/2 150 5 1/4 3 7 1/2 4 12

1 1/2 6 1/2 150 5 3/8 4 7 1/2 4 25

2 7 150 7 1/8 4 1/2 9 3/8 8 34

2 1/2 7 1/2 150 9 3/4 5 9 3/8 8 43

3 8 150 8 1/4 5 10 1/2 8 52

4 9 150 9 1/2 5 1/2 12 12 123

5 10 125 12 1/2 6 1/2 16 11 200

6 10 1/2 125 13 8 18 18 300

8 16 75 18 1/2 10 22 22 345

10 20 75 22 1/2 11 24 22 410

12 24 75 25 12 25 22 472

14 28 50 29 14 29 30 588

16 32 50 33 15 32 30 930

18 36 50 35 16 35 36 1150

20 40 50 39 17 37 36 1300

151024 48 50 50 1/2 23 43 48

NOTE: All these dimensions are indicative only. Ple ase confirm at time of order. Dimensions can be rev ised to suit custom specifications.

RHINOFLEX AUSTRALIA PTY LTD.  
4/7 Holder Way, Malaga, 
Western Australia - 6090 
Ph: +61 420832225  
sales@rhinoflex.com.au 
web: rhinoflexvalves.in  

 
 

 
 

 

SERIES - RX
MANUAL PINCH VALVE
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OPTIONAL EXTRAS

RHIN FLEX
TM

APPLICATIONS

SERIES - OF
OPEN FRAME PINCH VALVE 

Fully Cast Ductile Iron body in Carbon steel and stain less steels
Dual pinch mechanism
Bubble-Tight shut-off even on trapped solids
100% Full bore full flow or reduced /conical bore for 
control applications.
No Packing, less maintenance
Fast and East field replaceable sleeve

Highly Abrasive /Corrosive Mineral Slurries
Powders or Granular substances
Power Stations
Waste and Water Treatment
Chemicals and Cement
Pulp and Paper
Pneumatic Conveying

FEATURES

Handwheel/bevel gear box
Pneumatic Double Acting/Fail safe
Electric Actuators
Hydraulic Actuators

ACTUATORS

Dust Covers

Instrumentation

:  PVC Bellows and Spindle cover.

:  Proximity Switches - Pneumatic 
   Solenoid Valves.

Stroke Adjustor for control applications

The RHINOFLEX 'Series-OF' pinch valve gives the end us er 
the best of both worlds. It solves problem and demandin g 
applications and offers the added features of a conventio nal 
Enclosed body pinch valve at a much better price. This p inch 
valve has the popular features of having a field repla ceable 
sleeve, and can be fabricated to suit all non-standard Face to 
Face dimensions. 

This RHINOFLEX 'Series-OF' pinch valve is Bi directional, full-flow, 
full bore, with no packing, glands, seats and seals, di scs and 
shafts which could rust and malfunction. The pinch mechanism 
is extremely simple in design, with the centreline closin g of two 
pinch bars, upon the rubber sleeve, which is the ONLY  wetted 
part, and the heart of the valve.

The RHINOFLEX 'Series-OF' Pinch Valve are fully flanged and can 
be drilled to suit all standard drilling patterns 
(ANSI, BS, TABLE D/E etc).



SERIES - OF
OPEN FRAME PINCH VALVE  

MANUFACTURED IN INDIA SINCE 2004 FOR SEVERE SERVICE SLURRY

DIMENSIONS

RHIN FLEX
TM

RHINOFLEX AUSTRALIA PTY LTD.
4/7 Holder Way, Malaga, 
Western Australia - 6090 
Ph: +61 420832225
sales@rhinoflex.com.au
web: rhinoflexvalves.in
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SPECIFICATIONS



OPTIONAL EXTRAS

RHIN FLEX
TM

APPLICATIONS

SERIES - QT
QUARTER TURN PINCH VALVE

TheSeries-QT Quarter-Turn valve is a high flow capacity pi nch 
valve. Designed for hard-to-handle fluids specially slur ries. 
The valve interior consists of fabric reinforced elastomer ic 
or PTFE lined Diaphragm Spool.the only wetted component 
of the valve. Two opposing gear driven cams, contain in a 
flanged split vinyl ester-fibreglass body, act on the D iaphragm 
Spool, providing flow control over the entire 90 degree s of 
valve stem travel. The vale exhibits negligible press ure drop in
the open position and bubble-tight closure even aroun d solids 
in the closed position. Where solids in the slurry make  operation 
of the other types of valves, such as ball, plug and b utterfly 
valves, extremely problematic, the Series-QT valve is ide ally 
suited for slurries since there are no “dead zones” in  the 
valve internals.

Highly Abrasive /Corrosive Mineral Slurries
Powders or Granular substances
Power Stations
Lime control/Waste and Water Treatment
Chemicals and Cement
Food and Beverage 
General Industry

FEATURES

Hand-lever/ Quarter Turn bevel gear box
Standard Pneumatic Single/Double Acting/Fail safe
Electric Actuators/Fail safe 

ACTUATORS

Can be converted to Suit Flanges AS2129 Tab D/E etc
Can be converted to threaded ends
Positioners and instrumentation for control

Fully Vinyl Ester moulded body
Gear driven Cam-Dual pinch mechanism
Bubble-Tight shut-off even on trapped solids
100% Full bore or reduced /conical bore for control applica tions.
No Packing, less maintenance
Fast and Easy field replaceable sleeve
On-Off or Control applications
Flange mounting to suit ASME B 16.5
All standard elastomer sleeve options
Easy to fit with standard Quarter turn Pneumatic actuat or

ASSEMBLED IN INDIA SINCE 2004 FOR SEVERE SERVICE SLURRY



SERIES - QT
QUARTER TURN PINCH VALVE

RHIN FLEX
TM

DIMENSIONS

VALVE SIZE  (inches)

RHINOFLEX AUSTRALIA PTY LTD.
4/7 Holder Way, Malaga, 
Western Australia - 6090 
Ph: +61 420832225
sales@rhinoflex.com.au
web: rhinoflexvalves.in
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RHINOFLEX INDIA PVT.LTD.
NO. LG-15, Ashoka Mall,
Bund Garden Road, Pune 411001, India
Mob: +91 9699306878
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web: rhinoflexvalves.in 

Ph: +91 20 47159882



MANUFACTURED IN INDIA SINCE 2004 FOR SEVERE SERVICE SLURRY

OPTIONAL EXTRAS

RHIN FLEX
TM

APPLICATIONS

SERIES - PJ
AIR JACKETED PINCH VALVE

Fully Cast Ductile Iron body in Carbon steel and stain less steels
Dual pinch mechanism
Bubble-Tight shut-off even on trapped solids
100% Full bore full flow or reduced /conical bore for 
control applications.
No Packing, less maintenance
Fast and East field replaceable sleeve

Highly Abrasive /Corrosive Mineral Slurries
Powders or Granular substances
Power Stations
Waste and Water Treatment
Chemicals and Cement
Pulp and Paper
Pneumatic Conveying

FEATURES

Handwheel/bevel gear box
Pneumatic Double Acting/Fail safe
Electric Actuators
Hydraulic Actuators

ACTUATORS

Dust Covers

Instrumentation

:  PVC Bellows and Spindle cover.

:  Proximity Switches - Pneumatic 
   Solenoid Valves.

Stroke Adjustor for control applications

The RHINOFLEX 'Series-OF' pinch valve gives the end us er 
the best of both worlds. It solves problem and demandin g 
applications and offers the added features of a conventio nal 
Enclosed body pinch valve at a much better price. This p inch 
valve has the popular features of having a field repla ceable 
sleeve, and can be fabricated to suit all non-standard Face to 
Face dimensions. 

This RHINOFLEX 'Series-OF' pinch valve is Bi directional, full-flow, 
full bore, with no packing, glands, seats and seals, di scs and 
shafts which could rust and malfunction. The pinch mechanism 
is extremely simple in design, with the centreline closin g of two 
pinch bars, upon the rubber sleeve, which is the ONLY  wetted 
part, and the heart of the valve.

The RHINOFLEX 'Series-OF' Pinch Valve are fully flanged and can 
be drilled to suit all standard drilling patterns 
(ANSI, BS, TABLE D/E etc).



SERIES - PJ
AIR JACKETED PINCH VALVE
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DIMENSIONS

RHIN FLEX
TM

RHINOFLEX AUSTRALIA PTY LTD.
4/7 Holder Way, Malaga, 
Western Australia - 6090 
Ph: +61 420832225
sales@rhinoflex.com.au
web: rhinoflexvalves.in
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NO. LG-15, Ashoka Mall,
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SPECIFICATIONS



SPECIFICATIONS

SEREIS - OF
OPEN FRAME PINCH VALVE

MANUFACTURED IN INDIA SINCE 2004 FOR SEVERE SERVICE SLURRY

DIMENSIONS

NOTE: All these dimensions are indicative only. Please conf irm at time of order. Dimensions can be revised to suit cust om specifications.

RHIN FLEX
TM

Rhinoflex Australia Pty.Ltd 
4/7 Holder Way , Malaga, 
Western Australia 6090

Phone: +61 08 61130808
Email : sales@rhinoflex.com.au
Web   : www.rhinoflex.com.au

SPECIFICATIONS

SERIES -XL
LARGE DIAMETER PINCH VALVES

Rhinoflex Series-XL Large diameter pinch valves are offered in both Open Frame and Enclosed body 

models. These are available from 300mm/12- inch to 1000mm /40-inch nominal bore size range.

They have exactly all the same features of a standard pinch valve, with the sleeve being the wetted 

part only, and the wear component that can be replaced.

These valves are fully fabricated with Carbon Steel bodies, and 316 Stainless steel Tie rods and 

fittings.

These can be manufactured to various pressure ratings because they are all custom built, and can 

come with any configuration of full bore, reduced sleeve orifice, double wall, conical etc…for pre 

calculated flow parameters.

All standard actuation like Pneumatic, Electric, Hydraulic etc, can be used to operate these valves, 

and come in all standard flange drilling patterns. (ANSI#125/150, AS2129 Table D/E/H etc)

Contact our sales team to discuss your application.

RHINOFLEX AUSTRALIA PTY LTD.
4/7 Holder Way, Malaga, 
Western Australia - 6090 
Ph: +61 420832225
sales@rhinoflex.com.au
web: rhinoflexvalves.in

RHINOFLEX INDIA PVT.LTD.
NO. LG-15, Ashoka Mall,
Bund Garden Road, Pune 411001, India
Mob: +91 9699306878

sales@rhinoflexvalves.in
web: rhinoflexvalves.in 

Ph: +91 20 47159882
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Los manguitos de repuesto para válvulas de manguito RHINOFLEX se pueden 
suministrar con una variedad de selecciones de ESTILOS DE EXTREMO y 
ACABADOS, clasificaciones de presión y temperatura, manguitos de vacío para 
aplicaciones de regulación y control. Las etiquetas de apertura positiva (POT) están 
disponibles para válvulas de manguito mecánicas para ayudar a la apertura de válvulas 
cerradas durante períodos prolongados o en aplicaciones de control y baja presión.
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RHIN FLEX
TM

RHINOFLEX INDIA PVT. LTD.  
NO. LG-15, Ashoka Mall,  
Bund Garden Road, Pune 411001, India 
Tel.: +91 9699306878  
sales@rhino�exvalves.in 
web: rhino�exvalves.in  

RHINOFLEX AUSTRALIA PTY LTD.  
4/7 Holder Way, Malaga,  
Western Australia - 6090 
Tel.: +61 420832225  
sales@rhino�ex.com.au 
web: rhino�exvalves.in  

RHINOFLEX AUSTRALIA PTY LTD.
4/7 Holder Way, Malaga, 
Western Australia - 6090 
Ph: +61 420832225
sales@rhinoflex.com.au
web: rhinoflexvalves.in

RHINOFLEX INDIA PVT.LTD.
NO. LG-15, Ashoka Mall,
Bund Garden Road, Pune 411001, India
Mob: +91 9699306878

sales@rhinoflexvalves.in
web: rhinoflexvalves.in 

Ph: +91 20 47159882
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RHIN FLEX
TM

ACTUATOR AND INSTRUMENT 

OPTIONS

ACTUATOR OPTIONS

INSTRUMENT OPTIONS

MANUFACTURED IN INDIA SINCE 2004 FOR SEVERE SERVICE SLURRY

Hand Wheel/ Rising-None-Rising Stem
Hand Wheel Bevel Gear/ Chain Drive
Extended Hand Wheel
Double Acting Pneumatic Actuator
Double Acting Pneumatic Actuator with Manuel Over-ride
Single Acting Pneumatic Actuator (Fail open/close) Up to 40KN
Single Acting Pneumatic Actuator (Fail open/close) with Mnanual Over-ride
Double Acting Pneumatic Actuator with Positioner/ Position Indicator
Electric / Hydraulic Actuators  

Switch Box Enclosures (all IP Ratings)
Position Indicators
Electropneumatic Positioners (SMART)
Limit Switches (Mechanical / Sensor)



VALVE ORDERING
CODES
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RHIN FLEX
TM

Rhinoflex Australia Pty.Ltd 
4/7 Holder Way , Malaga, 
Western Australia 6090

Phone: +61 08 61130808
Email : sales@rhinoflex.com.au
Web   : www.rhinoflex.com.au

MANUFACTURED IN INDIA SINCE 2004 FOR SEVERE SERVICE SLURRY

RHINOFLEX AUSTRALIA PTY LTD.
4/7 Holder Way, Malaga, 
Western Australia - 6090 
Ph: +61 420832225
sales@rhinoflex.com.au
web: rhinoflexvalves.in

RHINOFLEX INDIA PVT.LTD.
NO. LG-15, Ashoka Mall,
Bund Garden Road, Pune 411001, India
Mob: +91 9699306878

sales@rhinoflexvalves.in
web: rhinoflexvalves.in 

MODEL-RF SIZE
MATERIAL 
INNERTUBE

ACTUATOR PRESSURE
FLANGE

DRILLING
BODY

MATRL
AUXILIARIES

EN=

Enclosed 
Body

OF=

OPEN FRAME

PJ=

AIRJACKETED

QT=

SERIES QT

RX=

Manual Valve

XL=

Large
Diameter

(DN)

25MM

TO

1000MM

HW-HANDWHEEL

P- PNEUMATIC

GB-BEVEL GEAR

Y-
ELECTROPNEUMATIC

POSITIONER

SP- PNEUMATIC

SPRING TO OPEN 

ORCLOSE

H- HYDRAULIC

ACTUATOR

HY- WITH

HYDRAULIC

POSITIONER

HEM- WITH

ELECTROMECHANICA

L POSITIONER

1 = 1 BAR

6 = 6 BAR

10  = 

10 BAR

16  =

16 BAR

25  = 

25 BAR

40  = 

40 BAR

2= 

DIN PN10

3= 

DIN PN16

4= 

DIN PN25

5= 

DIN PN40

6= 

ANSI150

7=

ANSI300

SD=

SPECIAL

DRILLING

CI = 

CAST 

IRON

CS = 

CARB 

ON 

STEEL

SS = 

STAIN 

LESS 

STEEL

OT = 

OPENING 

TAGS

LS = LIMIT 

SWITCHES

Z = SOLENOID 

VALVE

X = OTHER 

SPECIFIED

RFEN PGR 100 HW 6 E CS OT

PGR =
PURE GUM 

RUBBER

SBR/T =
STYRENE 

BUTADIENE

NR =
NATURAL 

RUBBER

NBR =
NITRILE RUBBER

NBRF =
NITRILE 

FOODGRADE

FPM =
FLUORINE RUBBER

EPDM =
ETHYLENE 

PROPLENE

CR = NEOPRENE

PU = POLYU

POLYURETHANE

EXAMPLE CODE: RFOFPGR100-HW-6-E-CS-OT

Ph: +91 20 47159882


